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Product Information:

AMF Self Drilling Screws: AMF Drywall Self Drilling Screws are made with bugle head with head

diameter of 8 mm. These screws are Heavy duty self Drilling fasteners for multiple layer

drywalls, insulation and accessory mountings on steel structures from 0.84 mm to 2.84 mm

thickness.

AMF Self Drilling Drywall Screws

Details:

Application: Drywall & Ceiling

Coating: Yellow/ white Zinc / Black Phosphated Finish

(Rust Protection Anti- corrosion treatment)

Technical Data

Standard Compliance ASTM C954

Material Hardened Steel

Sizes - (mm)

M 3.5 x 25 -

M 3.5 x 35 

M 3.5 x 45 

M 3.5 x 55 

M 3.5 x 60 

M 4.2 x 70 

Technical Data Sheet

www.amfkwt.com

Product Information:
AMF Ceiling Shadow Wall Angle is a light weight Metal Profile used in Ceiling Perimeter. Wall

Angles finished with the combination of the Galvanization and One face with perforation to

finish the boards with jointing compound. These wall Angles will be fixed to perimeter wall

using fixings appropriate to the structure at maximum 450mm centers to create a 20 x 20mm

Shadow line between an exposed suspended ceiling and the perimeter wall.

Applicable sectors

Residential & Commercial

Healthcare & Educational

Auditorium & Cinemas

Airports,

Advantages

Lightweight,

Easy to install,

Attractive

Aesthetic surface finish.

Product Specification Length ( mm ) Size Pc/Carton

Wall Angle

20 x 20 x 20 x 20 _0.45 -1.0 mm 3000 Metric 25

20 x 20 x 20 x 20 _0.45 -1.0 mm 3600 Imperial 25

Mechanical Properties:

 Galvanized Steel 

 Product Specification & Grade: ASTM  C635 & ASTM A653

 Treatment: Chromated (6) & Unoiled

 Yield Strength: 300 MPa – 340 MPa

 Tensile Strength: 370MPa – 400 MPa

 Elongation: 28% - 30%

 Hardness ( HRB ): 60 - 65

AMF Ceiling - ShadowWall Angle
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Product Information:

AMF Self Tapping Screws: AMF Drywall Self Tapping Screws are made with bugle head with

head diameter of 8 mm. These screws are Heavy duty self tapping fasteners for multiple layer

drywalls, insulation and accessory mountings on steel structures up to 0.84 mm thickness.

AMF Self Tapping Drywall Screws

Details:

Application: Drywall & Ceiling

Coating: Yellow/ white Zinc / Black Phosphated Finish

(Rust Protection Anti- corrosion treatment)

Technical Data

Standard Compliance ASTM C1002 – 98

Material Hardened Steel

Sizes - (mm)

M 3.5 x 25 -

M 3.5 x 35 

M 3.5 x 45 

M 3.5 x 55 

M 3.5 x 60 

M 4.2 x 70 
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Product Information:

AMF Self Drilling Screws: AMF Drywall Self Drilling Screws are made with bugle head with head

diameter of 8 mm. These screws are Heavy duty self Drilling fasteners for multiple layer

drywalls, insulation and accessory mountings on steel structures from 0.84 mm to 2.84 mm

thickness.

AMF Self Drilling Drywall Screws

Details:

Application: Drywall & Ceiling

Coating: Yellow/ white Zinc / Black Phosphated Finish

(Rust Protection Anti- corrosion treatment)

Technical Data

Standard Compliance ASTM C954

Material Hardened Steel

Sizes - (mm)

M 3.5 x 25 -

M 3.5 x 35 

M 3.5 x 45 

M 3.5 x 55 

M 3.5 x 60 

M 4.2 x 70 
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Product Information:
AMF Ceiling Shadow Wall Angle is a light weight Metal Profile used in Ceiling Perimeter. Wall

Angles finished with the combination of the pre-decorated white exposed grid and the white

ceiling tile provides an aesthetic finish. These wall Angles will be fixed to perimeter wall using

fixings appropriate to the structure at maximum 450mm centers to create a 20 x 20mm

Shadow line between an exposed suspended ceiling and the perimeter wall.

Applicable sectors

Residential & Commercial

Healthcare & Educational

Auditorium & Cinemas

Airports,

Advantages

Lightweight,

Easy to install,

Attractive

Aesthetic surface finish.

Product Specification Length ( mm ) Size Pc/Carton

Wall Angle

20 x 20 x 20 x 20 _0.45 -1.0 mm 3000 Metric 25

20 x 20 x 20 x 20 _0.45 -1.0 mm 3600 Imperial 25

Mechanical Properties:

 Painted with Powder Coated

 Product Specification & Grade: ASTM  C635 & ASTM A653

 Treatment: Chromated (6) & Unoiled

 Yield Strength: 300 MPa – 340 MPa

 Tensile Strength: 370MPa – 400 MPa

 Elongation: 28% - 30%

 Hardness ( HRB ): 60 - 65
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Product Information:
AMF Ceiling Shadow Wall Angle is a light weight Metal Profile used in Ceiling Perimeter. Wall

Angles finished with the combination of the Galvanization and One face with perforation to

finish the boards with jointing compound. These wall Angles will be fixed to perimeter wall

using fixings appropriate to the structure at maximum 450mm centers to create a 20 x 20mm

Shadow line between an exposed suspended ceiling and the perimeter wall.

Applicable sectors

Residential & Commercial

Healthcare & Educational

Auditorium & Cinemas

Airports,

Advantages

Lightweight,

Easy to install,

Attractive

Aesthetic surface finish.

Product Specification Length ( mm ) Size Pc/Carton

Wall Angle

20 x 20 x 20 x 20 _0.45 -1.0 mm 3000 Metric 25

20 x 20 x 20 x 20 _0.45 -1.0 mm 3600 Imperial 25

Mechanical Properties:

 Galvanized Steel 

 Product Specification & Grade: ASTM  C635 & ASTM A653

 Treatment: Chromated (6) & Unoiled

 Yield Strength: 300 MPa – 340 MPa

 Tensile Strength: 370MPa – 400 MPa

 Elongation: 28% - 30%

 Hardness ( HRB ): 60 - 65
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